
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SECTION 904 - NOTICE TO BIDDERS NO. 3612 CODE: (SP) 
 
DATE: 08/10/2011 
 
SUBJECT: Additional Erosion Control Requirements 
 
Bidders are hereby advised of the following requirements that relate to erosion control activities 
on the project. 
 
THE MAXIMUM TOTAL ACREAGE THAT CAN BE DISTURBED, AT ONE TIME, 
ON THE PROJECT IS NINETEEN (19) ACRES.  THE CONTRACTOR SHALL BE 
REQUIRED TO STABILIZE DISTURBED AREAS PRIOR TO OPENING UP 
ADDITIONAL SECTIONS OF THE PROJECT.  STABILIZED SHALL BE WHEN THE 
DISTURBED AREA MEETS ONE OF THE FOLLOWING CRITERIA: 
 THE AREA HAS BEEN GRASSED, EITHER TEMPORARY OR PERMANENT, 

AND MULCHED ACCORDING TO THE SPECIFICATIONS,OR 
 A CRUSHED STONE COURSE OR A LIFT OF ASPHALT PAVEMENT HAS 

BEEN PLACED, OR 
 THE AREA HAS BEEN CHEMICALLY TREATED USING PORTLAND CEMENT 

OR LIME-FLY ASH, AND SEALED. 
DISTURBED AREAS INCLUDE THE ROADBED, SLOPES AND REMAINING AREA 
OUT TO THE ROW LINE. 
 
Clearing and Grubbing: Prior to beginning any clearing and grubbing operations on the 
project, controls shall be in place to address areas such as drainage structures, wetlands, streams, 
steep slopes and any other sensitive areas as directed by the Engineer.  Clearing and grubbing 
should be limited to the minimum area necessary to construct the project.  Grubbing operations 
should be minimized in areas outside the construction limits and stumps should be cut off flush 
with the existing ground elevations.  A buffer area of at least fifteen (15) feet shall be in place 
adjacent to the right-of-way line and at least five (5) feet adjacent to stream banks.  The buffer 
area can either be the existing vegetation that is left undisturbed or re-established by planting 
new vegetation if clearing and grubbing was required. 
 
Unclassified Excavation:  Cut sections shall be graded in accordance with the typical sections 
and plan grades.  Permanent erosion control BMP’s should be placed as soon as possible after 
the cut material has been moved.  Fill sections that are completed shall have permanent erosion 
control BMP’s placed.  Fill sections that are not completed will be either permanently or 
temporarily grassed until additional material is made available to complete these sections.  All 
unclassified excavation on the project will still be required to be moved prior to incorporating 
any borrow excavation on the project.  The contractor may have to stockpile unclassified 
excavation in order to comply with the nineteen (19) acre requirement.  No additional 
compensation will be made for stockpiling operations.  
 
Disturbed areas that remain inactive for a period of more than fourteen (14) days shall be 
temporary grassed and mulched.  Temporary grassing and mulching shall only be paid one time 
for a given area. 


